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CONFIDENTIAL

U September 1350

MIMORANIUM FOR: Office of Logistics/Procurement Division/Contract Bramch
ATTENTIOR s

SUBJECT : Production Contract Ol1<7070-0 with 25X1 |
| | 25X1

i. Contract 013-7675-0 is for the production of Stainless 3teel Burial
Containers, size 7 X 9 X § inches., ubsequent to its development by TSS/CD
thig container has been rigorously tested wider actual hurierl conditions for
several years to determine 1tz capebilities and limitations. while the pree
sert conialner bas glven every indicatior of adequately fulfilling the pure
pese for which 1t is intended, we would like to include in its Tabrication
any tprovenents whilch will extend its useful 1ife,

<o Accordingly, we woldd recommend using e different gasket formuiiation
than that cnployed on the lsst production of burial containers. The new
gaaket velerlal 1s specified as R8-415 ABCIF1Z &8 qefined in Specifications
MIL-JIDetl? (Ord) and MIL-R=3055 B {0rd). The gasket materlal used Lefove
wvas gpecified as [iS<410 ABF,Z. The major differences in the old and now
Tormujations are a higher faneile strength and incressed ozone cracking
resistance for the newer material. =Resistance to ozone vracking is cone
sidered very irporiant in instances where the container is used to store
materials above ground as is cccasionally done.

3+ It hes xlso been recamended that the contractor investisate the
avallability, cost and procurement, but not nscessarily adopt for this
production, two other paint systems other than the one currently in use,
Tests bave shown these painta to have suerice adhesion to the 1 alkyd
paint now being used, add as covered by spectification KIL-E=13515 (Ord).
g’m« mmggom nnd. kmmm' > ooy

as » g ) ¢b can be compounded

by sny major paint mamufactwrer,

he We fesl that the gasket change should be made and would result in a
batter container. The other paints, althowgh superior in performance to the
vinyl alikyd, mey not be as easy to apply and nay require additional equipment.
If this 1s the case, it 16 felt that the vinyl alkyd is adequate for the
current production,.
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